INSTALLATION INSTRUCTIONS

STEELCRAFT CENTER GRILLE GUARD
PART # 52220P

SECTION #1 REMOVE THE FASCIA

FIGURE #1

STEP #1: Open the hood. Remove the two black plastic
shrouds around the hood latch mechanism. See Figure
#1.

STEP #2: Remove the eight black plastic plugs that are
indicated in Figure #1 using a pair of plug pullers. The
third ones in on each side are difficult to remove.

STEP #3: Remove the two bolts (one per side) using a
10 mm socket and ratchet. Remove the two inner nuts
(one on each side) from the inside of the fender. See
Figure #2 and Figure #3 (Installers note: Our installers
had some difficulty reaching these nuts. The easiest way
is to use a 1/4” drive air ratchet and a 10 mm deep well
socket.)

FIGURE #2 STEP #4: Remove the six black plastic plugs from inside

: | each fender well (three on each side) and the two pull
plugs (one on each side). Peel back the black inner
fender to expose the 10 mm bolt that is holding the fascia
to the fender. See FIGURE #4.

STEP #5: Remove the eight bolts from the bottom of the
fascia using a 7 mm socket. Also remove the two lamps
in the driving lights (if equipped).

STEP #6: Remove the fascia from the front ofthe vehicle.
Pull from the two sides near the headlights (it is best to
use two people to do this). The side marker lamps will
pop off when you remove the fascia, however they are
attached with wires and will not fall to the floor. Feed
them back through the openings and set aside.
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